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WOBBLE BASE MOUNTING INSTRUCTIONS 
 
Your new Atlas wobble base will allow your Atlas Trap to throw targets in a number of 
different directions, both vertical and horizontal.  If your Atlas Trap did not arrive 
mounted to the wobble base, there are a few steps you will need to take to mount the two 
items together.  Inspect the packaging for damage in transit and remove the wobble base 
from its box. 
 

1. You will need to remove your trap from its cradle and remount into the wobble 
base cradle.  To do this, remove the 4 bolts (and nut plates from inside the trap) 
directly above the Atlas logo decal on your trap (you will not reuse these with the 
wobble base).  The trap will lift directly out of its cradle.   

2. Remove the top 2 pivot bolts, spacers and nuts that came with the wobble base.  
You will reuse these to mount the trap. 

3. Place trap inside the wobble cradle.  You will reuse the 2 pivot bolts, spacers and 
nuts.  Place the pivot bolt through the spacer then through the top pivot hole on 
the wobble base and the trap.  From the inside of the trap, place the nut on the 
pivot bolt and tighten.  You will not use the bottom hole above the logo decal or 
the nut plates. 

4. The vertical gear motor has a linkage and an “L” bracket that needs to be mounted 
to the trap.  The bracket mounts to the bottom corner of the trap.  You will need to 
remove the 5/16” bolt from the bottom of the trap and mount the bracket to this 
hole.  The hole should be directly above the linkage and gear motor.   

 

 
 
There are 2 toggle switches on the base, one if for the horizontal movement and the other 
for the vertical movement.  You can run these switches independently for your desired 
presentation.   


